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ETJJJZILHLEO s'YSTﬁEMWE EDS-796146-8681 DeviceNet - Release Notes

SW-ID: 796146 (8681 DeviceNet devices)

Relevant Device Types
e  Control Heads 8681 DeviceNet

EDS Release Description Added, Removed,
Release | Date Changed or Fixed
Version
13 Sept. 30, 2014

Param21 “Range TP1 positive”: min value set to 5 (= 0.5mm) Fixed

Param22 “Range TP1 negative”: min value set to 5 (= 0.5mm) Fixed

Param23 “Range TP2 positive”: min value set to 5 (= 0.5mm) Fixed

Param24 “Range TP2 negative”: min value set to 5 (= 0.5mm) Fixed

Param25 “Range TP3 positive”: min value set to 5 (= 0.5mm) Fixed

Param26 “Range TP3 negative”: min value set to 5 (= 0.5mm) Fixed

Param35 “maintenance after days”: min value set to 1 Fixed

Param36 “maintenance after Cycles V1 x1000”: min value set to 1 Fixed

Param37 “maintenance after Cycles V2 x1000”: min value set to 1 Fixed

Param38 “maintenance after Cycles V3 x1000”: min value set to 1 Fixed

Param39 “Mode”: range + enumeration enhanced Changed

Icon file updated Changed
1.1 June 07,2011 | Used since firmware revision A.03

Param18 “Handling S4”: enumeration values and texts Changed

Param44 “Manual control active?” Added
1.0 Mai 25, 2011 Used for firmware revisions A.01 — A.02




