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Management Summary 

This report summarizes the results of the hardware assessment in the form of a Failure Modes, 
Effects, and Diagnostic Analysis (FMEDA) of the Bürkert Pneumatic Actuators 8791, 8792 and 8793 
in hardware version as referenced in [D2]. A Failure Modes, Effects, and Diagnostic Analysis is one 
of the steps to be taken to achieve functional safety certification per IEC 61508 of a device. From 
the FMEDA, failure rates are determined.  

The FMEDA described in this report concerns the mechanic and the electronic hardware of the 
Bürkert Pneumatic Actuators 8791, 8792 and 8793. For full functional safety certification purposes 
all requirements of IEC 61508 must be considered. 

Table 1 gives an overview of the different versions that were considered in this FMEDA of the Bürkert 
Pneumatic Actuators 8791, 8792 and 8793. 

Table 1 Version Overview 

Variant Description 

Type 8791 Electropneumatic positioner for actuating pneumatic process valves, 
mounted directly on third-party linear or rotary actuators (NAMUR), or as a 
remote variant on a wall or DIN rail. 

Type 8793, 8792 Functionally identical to the Type 8791 electropneumatic positioner with the 
same NAMUR direct mounting and remote installation options, including 
remote operation via the Type 8798 position transmitter. 

For safety applications only the described products with the described hardware versions of the 
Bürkert Pneumatic Actuators 8791, 8792 and 8793 have been considered. Any other products and 
configurations are not covered by this report. The analysis results in chapter 5.2.2 are applicable for 
both product variants. Based on the considered safety related parts, the Bürkert Pneumatic Actuators 
8791, 8792 and 8793 are classified as a Type A1 element according to IEC 61508. 

The failure rate data used for this analysis meets the exida criteria for Route 2H (see section 6.1 for 
further details). Therefore, the Bürkert Pneumatic Actuators 8791, 8792 and 8793 can be classified 
as a 2H device when the listed failure rates are used.  

When 2H data is used for all of the devices in an element, then the element meets the hardware 
architectural constraints up to SIL 2 at HFT=0 for low demand mode applications or SIL 2 / SIL 3 at 
HFT=1 for high and low demand mode applications. If Route 2H is not applicable for the entire final 
element, the architectural constraints will need to be evaluated per Route 1H.  

Based on the assumptions listed in 5.3, the failure rates for the Bürkert Pneumatic Actuators 8791, 
8792 and 8793 are listed in section 5.4. 

These failure rates are valid for the useful lifetime of the product, see Appendix A.  

The failure rates listed in this report are based on over 350 billion-unit operating hours of process 
industry field failure data. A user of the Bürkert Pneumatic Actuators 8791, 8792 and 8793 can utilize 
these failure rates in a probabilistic model of a safety instrumented function (SIF) to determine 
suitability in part for safety instrumented system (SIS) usage in a particular safety integrity level (SIL). 
  

 
1 Type A element: “Non-Complex” element (using discrete components); for details see 7.4.4.1.2 of IEC 61508-2, ed2, 
2010. 
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1 Purpose and Scope 

This document shall describe the results of the hardware assessment in the form of the Failure 
Modes, Effects and Diagnostic Analysis carried out on the Bürkert Pneumatic Actuators 8791, 8792 
and 8793 in hardware version as referenced in [D2]. From this, failure rates for each failure 
mode/category, useful life, and proof test coverage are determined. 

The information in this report can be used to evaluate whether an element meets the average 
Probability of Failure on Demand (PFDavg) requirements and if applicable, the architectural 
constraints / minimum hardware fault tolerance (HFT) requirements per IEC 61508 / IEC 61511. 

A FMEDA is part of the effort needed to achieve full certification per IEC 61508 or other relevant 
functional safety standards. 
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2 Project Management 

2.1 exida.com GmbH 

exida is one of the world’s leading accredited Certification Bodies and knowledge companies 
specializing in automation system safety, availability, and cybersecurity with over 500-person years 
of cumulative experience in functional safety, alarm management, and cybersecurity. Founded by 
several of the world’s top reliability and safety experts from manufacturers, operators and 

assessment organizations, exida is a global corporation with offices around the world. exida offers 
training, coaching, project-oriented consulting services, safety engineering tools, detailed product 

assurance and ANSI accredited functional safety and cybersecurity certification. exida maintains a 
comprehensive failure rate and failure mode database on electronic and mechanical equipment and 
a comprehensive database on solutions to meet safety standards such as IEC 61508. 

2.2 Roles of the parties involved 

Bürkert Fluid Control Systems Manufacturer of the Bürkert Pneumatic Actuators 8791, 
8792 and 8793 

exida   Performed the hardware assessment  

Bürkert Fluid Control Systems contracted exida with the hardware assessment of the above-
mentioned device. 

2.3 Standards and literature used 

The services delivered by exida were performed based on the following standards / literature. 

[N1]  IEC 61508-2:2010 Functional Safety of 
Electrical/Electronic/Programmable Electronic 
Safety-Related Systems 

[N2]  Mechanical Component Reliability 
Handbook, 6th Edition, 2023 

exida LLC, Electrical & Mechanical Component 

Reliability Handbook, Sixth Edition, 2023 (pending 
publication, not publicly available at the time of this 
report) 

[N3]  Component Reliability Database 
Handbook, 6th Edition, 2023 
Vol. 1 – Electrical Components 

exida LLC, Component Reliability Database 

Handbook, 6th Edition, 2023 Vol. 1 – Electrical 
Components 
ISBN 978-1-934977-09-5 

[N4]  Goble, W.M., 2010 Control Systems Safety Evaluation and Reliability, 
3rd edition, ISA, ISBN 978-1-934394-80-9. 
Reference on FMEDA methods 

[N5]  IEC 60654-1:1993-02, second 
edition 

Industrial-process measurement and control 
equipment – Operating conditions – Part 1: 
Climatic condition 

[N6]  O’Brien, C., Gavin, R., & 
Bredemeyer, L., 2023 

exida LLC., Final Elements in Safety Instrumented 

Systems IEC 61511 Compliant Systems and IEC 
61508 Compliant Products, Second Edition, 2023, 
ISBN 978-1-934977-24-8 
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[N7]  Bukowski, J.V. and Chastain-
Knight, D., April 2016 

Assessing Safety Culture via the Site Safety 
IndexTM, Proceedings of the AIChE 12th Global 
Congress on Process Safety, GCPS2016, TX: 
Houston 

[N8]  Bukowski, J.V. and Stewart, L.L., 
April 2016 

Quantifying the Impacts of Human Factors on 
Functional Safety, Proceedings of the 12th Global 
Congress on Process Safety, AIChE 2016 Spring 
Meeting, NY: New York 

[N9]  Criteria for the Application of IEC 
61508:2010 Route 2H, December 
2016 

Criteria for the Application of IEC 61508:2010 
Route 2H | exida 

[N10]  Goble, W.M. and Brombacher, 
A.C., November 1999, Vol. 66, No. 
2 

Using a Failure Modes, Effects and Diagnostic 
Analysis (FMEDA) to Measure Diagnostic 
Coverage in Programmable Electronic Systems, 
Reliability Engineering and System Safety, Vol. 66, 
No. 2, November 1999. 

  

https://www.exida.com/Resources/Whitepapers/criteria-for-the-application-of-iec-615082010-route-2h
https://www.exida.com/Resources/Whitepapers/criteria-for-the-application-of-iec-615082010-route-2h
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2.4 Reference documents 

2.4.1 Documentation provided by Bürkert Fluid Control Systems 

[D1]  Side Control PID.pdf Bill of Material of 08.04.2019 

[D2]  9000347188.pdf Drawings of 26.09.2024 - Version B01 

[D3]  8791_BA01_Technische_Beschreibung_87
91.pdf 

Technical Description - Version E 

[D4]  8792_BA01_Technische_Beschreibung_87
92_8793.pdf 

Technical Description - Version G 

2.4.2 Documentation generated by exida 

[R1]  Buerkert Q26-01-122 Stellungsregler_Printout_V0R1.xlsx 
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3 Product Description 

The Bürkert Pneumatic Actuators 8791, 8792 and 8793 are electropneumatic positioners optimized 
for the actuation of pneumatic process valves. They can be mounted directly on linear or rotary 
actuators from third-party manufacturers (NAMUR mounting) or installed as a remote variant on a 
wall or DIN rail using a bracket. For Bürkert process valves (ELEMENT Type 23xx or Classic 27xx), 
the remote variant is connected to an external Type 8798 position transmitter; the positioner is then 
located at a distance limited only by what is pneumatically feasible (tubing length).  

Types 8792 and 8793 share an identical functional concept and are described together; Type 8791 
is the corresponding variant within the same product family, with otherwise equivalent mounting and 
remote-installation options.   
 
In the IO-Link Port Class B configuration, the positioner has two separate supply paths. Both the 
system supply (Pin 1+3) and the actuator supply (Pin 2+5) are supplied with 24 V DC ±25% 
according to specification (Figure 2). 

 

 

Figure 1: Example for Positioner Type 8791 
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Figure 2 Plug port class B 
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4 Safety Instrumented System (SIS) Context 

The FMEDA results in this report apply only when the device is used as a final element within a 
Safety Instrumented Function (SIF) that is part of a Safety Instrumented System (SIS) per IEC 61508 
/ IEC 61511. 

A SIS comprises three subsystems: a sensor that detects the hazardous process condition (e.g. 
pressure, temperature, flow), a safety-rated logic solver that evaluates the signal and initiates the 
safety function on demand, and a final element — here, the assessed device — that drives the 
process to its safe state (see Figure 2). 

An unmanaged loss of supply voltage, control current (e.g. 4–20 mA), or fieldbus communication 
does not, on its own, constitute a safety function under IEC 61508. To qualify as a valid trip path, the 
demand must be detected, evaluated, and commanded within a complete SIF — with a qualified 
actuating device (a safety relay cutting the supply, a safety PLC interrupting the analog signal, or a 
safety-rated fieldbus master) driving the final element to its safe state. 

Design, implementation, and verification of the SIS — including selection of the sensor, logic solver, 
and safety-rated switching devices — are the responsibility of the end user or system integrator. The 
failure rates and diagnostic coverage in this report apply to the assessed device only; overall SIL 
verification of the complete SIF per IEC 61508 / IEC 61511, accounting for all subsystems, lies with 
the integrator. 

 

Figure 3 SIL2 – Safety function by cutting of the power supply by a Safety Instrumented System 
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5 Failure Modes, Effects, and Diagnostic Analysis 

The Failure Modes, Effects, and Diagnostic Analysis was performed based on the documentation 
listed in section 2.4.1 and is documented in [R1]. 

5.1 Failure categories description 

In order to judge the failure behavior of the Bürkert Pneumatic Actuators 8791, 8792 and 8793, the 
following definitions for the failure of the device were considered. 

 

Fail-Safe State Safe Venting: Vents the pneumatic output so that the attached actuator 
moves the valve to its predefined safe state position. 

Safe A safe failure (S) is defined as a failure that plays a part in 
implementing the safety function that: 

a) results in the spurious operation of the safety function 
to put the EUC (or part thereof) into a safe state or 
maintain a safe state; or, 

b) increases the probability of the spurious operation of 
the safety function to put the EUC (or part thereof) into 
a safe state or maintain a safe state. 

Dangerous A dangerous failure (D) is defined as a failure that plays a part in 
implementing the safety function that: 

a) prevents a safety function from operating when 
required (demand mode) or causes a safety function to 
fail (continuous mode) such that the EUC is put into a 
hazardous or potentially hazardous state; or, 

b) decreases the probability that the safety function 
operates correctly when required. 

Fail Dangerous Detected Failure that is dangerous but is detected by internal diagnostics and 
causes the output signal to go to the predefined alarm state (DD). 

Dangerous Undetected Failure that is dangerous and that is not being diagnosed by internal 
or external diagnostics (DU). 

No Effect Failure of a component that is part of the safety function but that has 
no effect on the safety function. 

No Part Component that plays no part in implementing the safety function but 
is part of the circuit diagram and is listed for completeness. It does not 
contribute to the SFF calculation.  
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5.2 Methodology – FMEDA, failure rates 

5.2.1 FMEDA 

A FMEDA (Failure Mode Effect and Diagnostic Analysis) is a failure rate prediction technique based 
on a study of design strength versus operational profile stress in each application. It combines design 
FMEA techniques with extensions to identify automatic diagnostic techniques and the failure modes 
relevant to safety instrumented system design. It is a technique recommended to generate failure 
rates for each failure mode category [N10]. 

5.2.2 Failure rates 

The accuracy of any FMEDA analysis depends upon the component reliability data as input to the 
process. Component data from consumer, transportation, military or telephone applications could 
generate failure rate data unsuitable for the process industries.  

The component data used by exida in this FMEDA is from the Mechanical and Electrical Component 
Reliability Handbooks [N2] and [N3] which were derived using over 350 billion-unit operational hours 
of process industry field failure data from multiple sources and failure data from various databases. 
The component failure rates are provided for each applicable operational profile and application, see 
Appendix C.  

The exida profile chosen for this FMEDA was Profile 3 (General Field Equipment) as this was judged 
to be the best fit for the product and application information submitted by Bürkert Fluid Control 
Systems. It is expected that the actual number of field failures will be less than the number predicted 
by these failure rates. 

Early life failures (infant mortality) are not included in the failure rate prediction as it is assumed that 
some level of commission testing is done. End of life failures are not included in the failure rate 
prediction as useful life is specified.  

The user of these numbers is responsible for determining the failure rate applicability to any particular 

environment. exida Environmental Profiles listing expected stress levels can be found in Appendix 
C. Some industrial plant sites have high levels of stress. Under those conditions the failure rate data 

is adjusted to a higher value to account for the specific conditions of the plant. exida has detailed 

models available to make customized failure rate predictions (Contact exida). 

Accurate plant specific data may be used to check validity of this failure rate data. If a user has data 

collected from a good proof test reporting system such as exida SILStatTM that indicates higher 
failure rates, the higher numbers shall be used.  
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5.3 Assumptions 

The following assumptions have been made during the Failure Modes, Effects, and Diagnostic 
Analysis of the Bürkert Pneumatic Actuators 8791, 8792 and 8793. 

• The described safety function (see chapter 5.1) can only be executed within a SIF if the 24 
V DC supply voltage of the Bürkert Pneumatic Actuators 8791, 8792 and 8793 is switched 
off by the SIF via a safety relay. On loss of supply, the actuators de-energize and the 
connected process valves move to their safe position.  

• For variants with IO-Link Port Class B, only the actuator supply must be switched off by the 
SIF via a safety relay to de-energize the actuators. The system supply can stay powered, so 
that digital communication is still active. This allows to monitor the position and device status 
while the safety function is performed. 

• The analyzed device is used in a DETT safety application (see also chapter 4 for further 
details). 

• The worst-case assumption of a series system is made. Therefore, only a single component 
failure will fail the entire Bürkert Pneumatic Actuators 8791, 8792 and 8793, and propagation 
of failures is not relevant. 

• Failure rates are constant for the useful life period. 

• Practical fault insertion tests can demonstrate the correctness of the failure effects assumed 
during the FMEDA. 

• Any product component that cannot influence the safety function (feedback immune) is 
excluded. All components that are part of the safety function including those needed for 
normal operation are included in the analysis. 

• The stress levels specified in the exida Profile used for the analysis are limited by the 
manufacturer’s published ratings.  

• Materials are compatible with the environmental and process conditions. 

• The device is installed and operated per the manufacturer’s instructions. 

• Clean and dry operating air is used per ANSI/ISA-7.0.01-1996 Quality Standard for 
Instrument Air. 

• External power supply failure rates are not included. 

• Loss of the Air Pressure supply is not included in these failure rates. 

• Only the variants described can be used for safety applications.  
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5.4 Results 

Using reliability data extracted from the exida Electrical and Mechanical Component Reliability 
Handbook, the following failure rates resulted from the FMEDA analysis of the Bürkert Pneumatic 
Actuators 8791, 8792 and 8793.  

Table 2 lists the failure rates for the Bürkert Pneumatic Actuators 8791, 8792 and 8793 according to 
IEC 61508. The failure rates are valid for the useful lifetime of the product, see Appendix A. They 
also cover static and dynamic applications. 

Table 2 Static failure rates in FIT for Bürkert Pneumatic Actuators 8791, 8792 and 8793 

 
Failure rates (in FIT)  

per exida profile 3 2 

Failure category  

Safe (S) 360 

Dangerous Detected (DD) 0 

Dangerous Undetected (DU) 102 

  
No effect (NE) 163 

No part (NP) 396 

  
Total failure rate (safety related) 462 

  
SFF 77% 

  
SIL AC 3 2 

 
  

 
2 See Appendix C for details about the exida environmental profiles 
3 SIL AC (architectural constraints) means that the calculated values are within the range for hardware architectural 
constraints for the corresponding SIL but does not imply all related IEC 61508 requirements are fulfilled. In addition, it must 
be shown that the device has a suitable systematic capability for the required SIL and that the entire SIF can fulfill the 
required PFH / PFDAVG values. 
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Table 3 Dynamic failure rates in FIT for Bürkert Pneumatic Actuators 8791, 8792 and 8793 

 
Failure rates (in FIT)  

per exida profile 3 4 

Failure category  

Safe (S) 361 

Dangerous Detected (DD) 0 

Dangerous Undetected (DU) 53 

  
No effect (NE) 168 

No part (NP) 383 

  
Total failure rate (safety related) 414 

  
SFF 87% 

  
SIL AC 5 2 

  

 
4 See Appendix C for details about the exida environmental profiles 
5 SIL AC (architectural constraints) means that the calculated values are within the range for hardware architectural 
constraints for the corresponding SIL but does not imply all related IEC 61508 requirements are fulfilled. In addition, it must 
be shown that the device has a suitable systematic capability for the required SIL and that the entire SIF can fulfill the 
required PFH / PFDAVG values. 
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5.5 Architectural Constraints 

According to IEC 61508-2 the architectural constraints of an element must be determined. This can 
be done by following the 1H approach according to 7.4.4.2 of IEC 61508-2 or the 2H approach 
according to 7.4.4.3 of IEC 61508-2, or the approach according to IEC 61511:2016 which is based 
on 2H (see Section 6.1). 

The 1H approach involves calculating the Safe Failure Fraction for the entire element. This analysis 
used the 1H approach to calculate the failure rates and the SFF (see chapter 5.4). 

The 2H approach involves assessment of the reliability data for the entire element according to 
7.4.4.3.3 of IEC 61508. 

The failure rate data used for this analysis meets the exida criteria for Route 2H which is more 
stringent than IEC 61508. Therefore, the Bürkert Pneumatic Actuators 8791, 8792 and 8793 meets 
the hardware architectural constraints for up to SIL 2 at HFT=0 (or SIL 3 @ HFT=1) in low demand 
mode, when the listed failure rates are used.  

The architectural constraint type for the Bürkert Pneumatic Actuators 8791, 8792 and 8793 is Type 
A. The hardware fault tolerance (HFT) of the device is 0. The SIS designer is responsible for meeting 
other requirements of applicable standards for any given SIL. 
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6 Using the FMEDA Results 

The following section(s) describe how to apply the results of the FMEDA. 

6.1 exida Route 2H Criteria 

IEC 61508, ed2, 2010 describes the Route 2H alternative to Route 1H architectural constraints. The 
standard states:  

based on data collected in accordance with published standards (e.g., IEC 60300-3-2: or ISO 
14224); and, be evaluated according to  

• the amount of field feedback; and 

• the exercise of expert judgment; and when needed 

• the undertaking of specific tests,  

in order to estimate the average and the uncertainty level (e.g., the 90% confidence interval or the 
probability distribution) of each reliability parameter (e.g., failure rate) used in the calculations." 

exida has interpreted this to mean not just a simple 90% confidence level in the uncertainty analysis, 
but a high confidence level in the entire data collection process. As IEC 61508, ed2, 2010 does not 

give detailed criteria for Route 2H, exida has established the following: 

1. field unit operational hours of 100,000,000 per each component; and 

2. a device and all of its components have been installed in the field for one year or more; and 

3. operational hours are counted only when the data collection process has been audited for 
correctness and completeness; and 

4. failure definitions, especially "random" vs. "systematic" are checked by exida; and 

5. every component used in an FMEDA meets the above criteria. 

This set of requirements is chosen to assure high integrity failure data suitable for safety integrity 
verification.  
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7 Terms and Definitions 

Automatic Diagnostics Tests performed online internally by the device or, if specified, externally 
by another device without manual intervention. 

DETT A SIS where the SIF under consideration has a  
de-energize-to-trip behavior 

Device A device is something that is part of an element; but, cannot perform an 
element safety function on its own. 

Element A collection of devices that perform an element safety function such as 
a final element consisting of a logic solver interface, actuator and valve. 

ETT A SIS where the SIF under consideration has an  
energize-to-trip behavior  

exida criteria A conservative approach to arriving at failure rates suitable for use in 
hardware evaluations utilizing the 2H Route in IEC 61508-2. 

Fault tolerance Ability of a functional unit to continue to perform a required function in 
the presence of faults or errors (IEC 61508-4, 3.6.3). 

FIT Failure in Time (1×10⁻⁹ failures per hour) 

FMEDA Failure Mode Effect and Diagnostic Analysis 

HFT Hardware Fault Tolerance 

High demand Mode Mode, where the safety function is only performed on demand, in order 
to transfer the EUC into a specified safe state, and where the frequency 
of demands is greater than one per year. 

Low demand mode Mode, where the safety function is only performed on demand, in order 
to transfer the EUC into a specified safe state, and where the frequency 
of demands is no greater than one per year. 

PFDavg Average Probability of Failure on Demand 

SC Systematic Capability per IEC 61508 

SIF Safety Instrumented Function per IEC 61511 

SIL Safety Integrity Level per IEC 61508 

SIS Safety Instrumented System per IEC 61511 – Implementation of one or 
more Safety Instrumented Functions. A SIS is composed of any 
combination of sensor(s), logic solver(s), and final element(s). 

Static Applications The movement interval of the final element device is greater than 200 
hours. Movement may be accomplished by PVST, full stroke proof 
testing or a demand on the system. 

Dynamic Applications The movement interval of the final element device is less than 200 hours. 

Type A element “Non-Complex” element (using discrete components); for details see 
7.4.4.1.2 of IEC 61508-2 
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8 Status of the Document 

8.1 Liability 

exida prepares FMEDA reports based on methods advocated in International standards. Failure 

rates are obtained from exida compiled field failure data and a collection of industrial databases. 

exida accepts no liability whatsoever for the use of these numbers or for the correctness of the 
standards on which the general calculation methods are based. 

Due to future potential changes in the standards, product design changes, best available information 
and best practices, the current FMEDA results presented in this report may not be fully consistent 
with results that would be presented for the identical model number product at some future time. As 

a leader in the functional safety market place, exida is actively involved in evolving best practices 
prior to official release of updated standards so that our reports effectively anticipate any known 
changes. In addition, most changes are anticipated to be incremental in nature and results reported 
within the previous three-year period should be sufficient for current usage without significant 
question. 

Most products also tend to undergo incremental changes over time. If an exida FMEDA has not 
been updated within the last three years, contact the product vendor to verify the current validity of 
the results. 
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Appendix A Lifetime of Critical Components 

According to section 7.4.9.5 of IEC 61508-2, a useful lifetime, based on experience, should be 
determined and used to replace equipment before the end of useful life. 

Although a constant failure rate is assumed by the exida FMEDA prediction method this only applies 
provided that the useful lifetime6 of components is not exceeded. Beyond their useful lifetime the 
result of the probabilistic calculation method is therefore meaningless, as the probability of failure 
significantly increases with time. The useful lifetime is highly dependent on the subsystem itself and 
its operating conditions. 

This assumption of a constant failure rate is based on the bathtub curve. Therefore, it is obvious that 
the PFDavg calculation is only valid for components that have this constant domain and that the 
validity of the calculation is limited to the useful lifetime of each component. 

It is the responsibility of the end user to maintain and operate the Bürkert Pneumatic Actuators 8791, 
8792 and 8793 per manufacturer’s instructions. Furthermore, regular inspection should show that all 
components are clean and free from damage. 

A major factor influencing the useful life is the air quality used.  

Based on general field failure data a useful life period of approximately 10 years is expected for the 
Bürkert Pneumatic Actuators 8791, 8792 and 8793. 

When site experience indicates a shorter useful lifetime than indicated in this appendix, the number 
based on site experience should be used. 

 

 
6 Useful lifetime is a reliability engineering term that describes the operational time interval where the failure rate of a device 
is relatively constant. It is not a term which covers product obsolescence, warranty, or other commercial issues. 
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Appendix B Proof Tests to Reveal Dangerous Undetected Faults 

According to section 7.4.5.2 f) of IEC 61508-2, proof tests shall be undertaken to reveal dangerous 
faults which are undetected by automatic diagnostic tests. This means that it is necessary to specify 
how dangerous undetected faults which have been noted during Failure Modes, Effects, and 
Diagnostic Analysis can be detected during proof testing. 

B.1 Suggested Proof Test 

The suggested Proof Test consists of the following steps, as described in Table 4. 

Table 4 Suggested Proof Test – Bürkert Pneumatic Actuators 8791, 8792 and 8793 7 

Step Action 

1.  Bypass the safety function and take appropriate action to avoid a false trip. 

2.  Ensure that the Positioner is pressurized. 

3.  Inspect the Positioner housing for any visible damage or pressure leaks. 

4.  Cut off the 24V Power Supply to trigger the safety function. 

5.  Confirm that the Positioner vents and gets completely de-pressurized. 

6.  Restore normal process operating parameters for the Positioner. 

7.  Remove the bypass. 

This test will detect approximately 90% of possible “DU” failures in the Bürkert Pneumatic Actuators 
8791, 8792 and 8793. 
  

 
7 Additional DU failures from the attached actuator and valve(s) are not covered by this proof test, because they are 
separated elements. Please consider the safety manual from the actuator and valves instead. 
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Appendix C exida Environmental Profiles 

Table 5 exida Environmental Profiles 

exida Profile 1 2 3 4 5 6 

Description 
(Electrical) 

Cabinet 
mounted/ 
Climate 

Controlled 

Low  
Power  
Field 

Mounted 

General 
Field 

Mounted 

Subsea Offshore N/A 

  no self-
heating 

self-heating    

Description 
(Mechanical) 

Cabinet 
mounted/ 
Climate 

Controlled 

General 
Field 

Mounted 

General 
Field 

Mounted 

Subsea Offshore Process 
Wetted 

IEC 60654-1 Profile B2 C3 C3 N/A C3 N/A 

 
 

also 
applicable 

for D1 

also 
applicable 

for D1 
 

also 
applicable 

for D1 
 

Average Ambient 
Temperature 

30 °C 25 °C 25 °C 5 °C 25 °C 25 °C 

Average Internal 
Temperature 

60 °C 30 °C 45 °C 5 °C 45 °C 
Process 

Fluid Temp. 

Daily Temperature 
Excursion (pk-pk) 

5 °C 25 °C 25 °C 0 °C 25 °C N/A 

Seasonal Temperature 
Excursion 
(winter average vs. 
summer average) 

5 °C 40 °C 40 °C 2 °C 40 °C N/A 

Exposed to Elements / 
Weather Conditions 

No Yes Yes Yes Yes Yes 

Humidity8 0-95% 
Non-

Condensing 

0-100% 
Condensing 

0-100% 
Condensing 

0-100% 
Condensing 

0-100% 
Condensing 

N/A 

Shock9 10 g 15 g 15 g 15 g 15 g N/A 

Vibration10 2 g 3 g 3 g 3 g 3 g N/A 

Chemical Corrosion11 
G2 G3 G3 G3 G3 

Compatible 
Material 

Surge12  

Line-Line 0.5 kV 0.5 kV 0.5 kV 0.5 kV 0.5 kV 
N/A 

Line-Ground 1 kV  1 kV  1 kV  1 kV  1 kV  

EMI Susceptibility13  

80 MHz to 1.4 GHz 10 V/m 10 V/m 10 V/m 10 V/m 10 V/m 

N/A 1.4 GHz to 2.0 GHz 3 V/m 3 V/m 3 V/m 3 V/m 3 V/m 

2.0Ghz to 2.7 GHz 1 V/m 1 V/m 1 V/m 1 V/m 1 V/m 

ESD (Air)14 6 kV 6 kV 6 kV 6 kV 6 kV N/A 

 
8 Humidity rating per IEC 60068-2-3 
9 Shock rating per IEC 60068-2-27 
10 Vibration rating per IEC 60068-2-6  
11 Chemical Corrosion rating per ISA 71.04  
12 Surge rating per IEC 61000-4-5 
13 EMI Susceptibility rating per IEC 61000-4-3 
14 ESD (Air) rating per IEC 61000-4-2 
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END OF DOCUMENT 


