
CERTIFICATE NO.: 2020322307003553

NAME AND ADDRESS OF THE APPLICANT
Bürkert Werke GmbH & Co. KG

Christian-Bürkert-Str.13-17,74653 Ingelfingen,Germany

NAME AND ADDRESS OF THE MANUFACTURER
Bürkert Werke GmbH & Co. KG

Christian-Bürkert-Str.13-17,74653 Ingelfingen,Germany

NAME AND ADDRESS OF THE FACTORY
Bürkert Werke GmbH & Co. KG

Keltenstraße 10, 74653 Ingelfingen,Germany

NAME, SERIES, MODEL AND SPECIFICATION
Positioner
879x series

THE STANDARDS AND TECHNICAL REQUIREMENTS FOR THE PRODUCTS
GB/T 3836.1-2021、GB/T 3836.3-2021、GB/T 3836.4-2021、GB/T 3836.31-2021 

 

This is to certify that the above-mentioned product(s)complies with the requirements of 
implementation rules for compulsory certification (CNCA-C23-01:2024).

Issue date:2025-12-17 Valid until:2030-12-16

Date of initial issue:2020-12-23
Type of Certification: Type test + Initial inspection + Surveillance inspection

The certificate details and validity can be verified by scanning the QR code below or logging into the 
issuing authority’s official website. It can also be inquired on the CNCA website (www.cnca.gov.cn).

(In case of dispute, the Chinese text shall prevail.)

http://www.cnca.gov.cn/


证书编号：2020322307003553

认证委托人名称及地址
Bürkert Werke GmbH & Co. KG

Christian-Bürkert-Str.13-17, 74653 Ingelfingen, Germany

生产者名称及地址
Bürkert Werke GmbH & Co. KG

Christian-Bürkert-Str.13-17, 74653 Ingelfingen, Germany

生产企业名称及地址
Bürkert Werke GmbH & Co. KG

Keltenstraße 10, 74653 Ingelfingen, Germany

产品名称和系列、型号、规格
定位器

879x 系列

产品标准和技术要求
GB/T 3836.1-2021、GB/T 3836.3-2021、GB/T 3836.4-2021、GB/T 3836.31-2021 

上述产品符合《强制性产品认证实施规则 防爆电气》
(CNCA-C23-01:2024)的要求，特发此证。

发证日期:2025 年 12 月 17 日  有效期至:2030 年 12 月 16 日

首次发证日期:2020 年 12 月 23 日
认证模式:型式试验+初始工厂检查+获证后监督
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产品名称：

定位器

型号规格：
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防爆标志：

Ex ec ic ⅡC T4 Gc，Ex tc ⅢC T135℃ Dc

电气参数：

型号 电气参数

8792，8793 24VDC ± 10%，最大电流 210mA

8791 24VDC ± 25% 或 30V（总线供电）
最大电流 190mA

相关报告编号：

2020S17402-004866，2023S17402-011418

使用条件：
1.特殊（限制）使用条件：

1）产品使用环境温度范围：0℃～+60℃。
2）产品不得使用于有强烈电荷产生过程的粉尘环境中。
3）产品须安装在 GB/T 16935.1-2023 定义的不超过污染等级 2 的区域内。
4）应提供瞬态保护，使得设备供电端子处电压不超过峰值额定电压的
140%。
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5）对于与原装不同的电缆引入装置，该引入装置应由最终用户提供。其应
符合 GB/T 3836.1-2021、GB/T 3836.3-2021、GB/T 3836.31-2021 的要求。外
壳防护等级至少为 IP65。
6）对于带有圆形连接器(多极)的设备，应使用特殊的安全夹，以防止在没有
工具的情况下断开插头。
7）当安装在满足 GB/T 3836.1-2021、GB/T 3836.3-2021、GB/T 3836.31-2021
所有相关要求的控制柜中时，远程版本 8791 型可以在没有外壳盖的情况下
运行。

2.产品外壳防护等级：IP65。


