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       Warnings and basic safety information
This safety information does not take into account any 
contingencies or occurrences that may arise during instal-

lation, use and maintenance of the product.
The operating company is responsible for the respect of the 
local safety regulations, including staff safety.

Qualification of personnel working with the device
Improper use of the device can lead to serious personal injury 
or death. To avoid accidents when working with the device, the 
following minimum requirements must be met:

	▶ Carry out work on the device within the scope of these 
instructions in a safety-compliant manner.

	▶ Detect and avoid dangers when working on the device.
	▶ Understand the instructions and implement the information 
contained therein accordingly.

Responsibility of the operator
The operator is responsible for observing the location-specific 
safety regulations, also in relation to personnel.

	▶ Observe the general rules of technology.
	▶ Install the device according to the regulations applicable in 
the respective country.

	▶ The operator must make hazards arising from the location 
of the device avoidable by providing appropriate operating 
instructions.

Electrostatically sensitive components and assemblies
The device contains electronic components that are susceptible 
to the effects of electrostatic discharging (ESD). Components 
that come into contact with electrostatically charged persons 
or objects are at risk. In the worst case scenario, these com-
ponents will be destroyed immediately or fail after start-up.

	▶ Meet the requirements specified by EN 61340-5-1 to 
minimize or avoid the possibility of damage caused by a 
sudden electrostatic discharge.

	▶ Do not touch electronic components when the supply volt-
age is connected.

Electric shock due to electrical components
Touching live parts can result in severe electric shock. This can 
lead to serious personal injury or death.

	▶ Before working on the device or system, switch off the power 
supply. Secure it against reactivation.

	▶ Observe any applicable accident prevention and safety 
regulations for electrical devices.

Changes and other modifications, spare parts and 
accessories
Changes to the device, incorrect installation or use of non-ap-
proved devices or components create hazards that can lead to 
accidents and injuries.

	▶ Do not make any changes to the device.
	▶ Do not mechanically load the device.
	▶ Observe the operating instructions of the device or compo-
nent used.

	▶ Only use the devices in conjunction with approved devices 
or components. Spare parts and accessories that do not 
meet Bürkert’s requirements may impair the operational 
safety of the device and cause accidents.

	▶ To ensure operational safety, only use original parts from 
Bürkert.

Operation only after proper transport, storage, installation, 
start-up or maintenance.
Improper transport, storage, installation, start-up or mainte-
nance endanger the operational safety of the device and can 
cause accidents. This can lead to serious personal injury or 
death.

	▶ Only carry out works which are described in these instructions.
	▶ Only carry out works using suitable tools.
	▶ Have all other works carried out by Bürkert only.

Working on the device
Working on the device that has not been powered down, unau-
thorised switching on or uncontrolled start-up of the system 
can cause accidents. This can lead to serious personal injury 
or death.

	▶ Only work on the device when it is not in use.
	▶ Ensure that the device or system cannot be switched on 
unintentionally.

	▶ Only start the process in a controlled manner following 
disruptions. Observe sequence:  
1. Apply supply voltage or pneumatic supply. 
2. Charge the device with medium

Technical limit values and media
Non-compliance with technical limit values or unsuitable media 
can damage the device and lead to leaks. This can cause acci-
dents and seriously injure or kill people.

	▶ Comply with limit values (see operation conditions) and 
information on the type label.

	▶ Only feed media into the media ports (see operation 
conditions).

	▶ Observe the safety data sheet for the media used.
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Medium under pressure
Medium under pressure can seriously injure people. In the event 
of overpressure or pressure surges, the device or lines can burst. 
Pneumatic lines that are defective or not securely fastened can 
come loose and swing around.

	▶ Before working on the device or system, switch off the 
pressure. Vent or empty the lines.

	▶ Adhere to the permitted pressure ranges of the medium.
	▶ Comply with the permitted temperature ranges of the medium.

Hot surfaces and fire hazard
The surface of the device can become hot with fast-switching 
actuators or with hot media.

	▶ Wear suitable protective gloves.
	▶ Keep highly flammable substances and media away from 
the device.


